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@ DI PIPE, LENGTH TO FIT (® STRAINER (FLxFL) EQUAL TO WATTS (@ 4 RS GATE VALVE (FL) W/ HAND WHEEL
77F-D-FDA, EPOXY LINED AND BRASS BALL
(@ DI REDUCER (MJxMJ) VALVE FOR BLOW OUT 4" DI 90" BEND (FL)
F (10) ADJUSTABLE SADDLE PIPE SUPPORT, RISER 4"x3" DI REDUCER
@) O SrOUTECHLAR (i © PIPE, AND BASE EQUAL TO GRINNELL @ ¥
(® DI REDUCING CROSS (FLxFLx4"FLx4"FL) w/1" TAP FIGURE 264. ALSO PROVIDE (1) UNDER (@ 3" DI PIPE (FL) 36" LENGTH
ON TOP BYPASS LINE
® PRESSURE REDUCING VALVE (FLxFL) EQUAL TO
() RS GATE VALVE (FLxFL) w/HAND WHEEL (@ RS GATE VALVE (FLxFL) W/ HAND WHEEL CLA-VAL, 90G-01ABS. EPOXY LINING, VALVE
oSSR VAL (L AL POSITION INDICATOR, POLY PILOT LINES.
PRESSURE REDUCING VALVE (FLxFL) EQUAL TO .
= CLA-VAL 90G-01ABCS OR u(w AP)PROVED CLA-VAL 50G-01, EPOXY LINING, VALVE ® FcA
EQUAL, EPOXY LINING, VALVE POSITION POSITION INDICATOR, POLY PILOT LINES
INDICATOR, POLY PILOT LINES. ® 4" 0l PIPE (FLxPE) LTF
@ Fea
FCA w/SHACKLE RESTRAINT (® STRAINER (FL) EQUAL TO WATTS 77F-D-FDA
2 4 :gggg;“;‘l? quﬂap/ ?Eoﬂsgafcr?cé%& AND BRONZE BALL VALVE FOR BLOW OUT
DI PIPE (FLxPE) APPROX. 12" LENGTH =al=
(usse) REQUIRED, SEE NOTES ON W-19b) (@ PRESSURE GAUGE AND AIR VALVE, SEE W-19b
@ 1" PVC SCH-40 PUMP DISCHARGE PIPE ® PRESSURE GAUGE, SEE W-19b

SECURED TO VAULT WALL
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PRESSURE RELIEF PIPING (IF
REQ'D BY THE CITY) TO BE
SIZED FOR EACH PROJECT,
PROVIDE %" WEEP HOLE IN

BOTTOM OF PIPE VAULT

SIZING TABLE
Mgin Main Bypass Pressure Utility Locking Steel
Line PRV Line Relief  Vault Covers
12" 8 3 Sized 712-LA L W PRODUCTS "HD-2C"
10" 8 3 for  712-LA L W PRODUCTS "HD-2¢C"
g 6 2 each 612-LA L W PRODUCTS "HD-2C"
6" 4" 2" Project 612-LA L W PRODUCTS "HD-2C"

10" MIN -
6"x2" OR 4"x2" PRV STATION

VAULT

ISOLATION VALVE

1 >

TATION CONFIGURATION

1. SEE SHT 3 FOR ADDITIONAL STATION INFORMATION.

2. PREP ALL SURFACES PER PAINT MANUFACTURER'S
INSTRUCTIONS PRIOR TO APPLICATION. REMOVE ALL DIRT,
GREASE, SCALE AND RUST. FACTORY COATINGS SHALL BE
ROUGHENED TO PROVIDE ADEQUATE PROFILE FOR TOP COATS.

3. COAT INTERIOR WALLS, DI PIPE, FITTINGS AND STEEL
FASTENERS WITH POLYMIDE EPOXY PAINT, 2 COATS AT 5 DRY
MILS EACH. COLORS: OFF WHITE FOR WALLS, LIGHT BLUE FOR
PIPE. PIPE SHALL BE EMPTY DURING COATING.

4. COAT VAULT EXTERIOR WITH 20 MIL COAL TAR EPOXY.
5. PROVIDE VAULT DRAINAGE EITHER BY:

a) 4" SCH 40 PVC DRAIN TO DAYLIGHT OR STORM SYSTEM,
or

b) GC SYSTEMS HYDROMATIC (WATER-POWERED) PUMP
MODEL #996633-51-2.
6. ALL BALL VALVES AND CURB STOP SHALL BE FULL-PORT.

7. ALL FASTENERS SHALL BE STAINLESS STEEL.

2" BRASS BALL VALVE (THREADED)

@ ®

2" BRASS 90" BEND (THREADED)

2" BRASS TEE (THREADED)
%" HOSE BB

2" BRASS THREADXCOMPRESSION ADAPTOR

2" BRASS PIPE, LTF

@ @ e @

PRESSURE REDUCING VALVE (THREADED) EQUAL TO
CLA-VAL, 90G-01ABS. EPOXY LINING, VALVE POSITION
INDICATOR, POLY PILOT LINES AND STAINLESS STEEL
TRIM.

{© 2" BRASS UNION

{H) STRAINER (THREADED) EQUAL TO WATTS 7775
AND BRONZE BALL VALVE FOR BLOW QUT

(D 4" DI BLIND FLANGE w/2" TAP

USE THREADED BRASS NIPPLES (NOT CALLED
OUT) ON BYPASS AND PRESSURE RELIEF PIPING.
USE CLOSE NIPPLES WHEREVER POSSIBLE.

J" AR RELEASE

PRESSURE GAUGE w/4%" FACE,

VALVE, APCO MODEL — )5 BRASS TEE QVERALL ACCURACY + %% OF ,
50 OR VALMATIC. _ FULL SCALE. RANGE 0-200 psi OR %" BRASS
AN AS OTHERWISE APPROVED BY CITY. BALL VALVE
S—— %" BRASS ELL, %"x%" BRASS BUSHING (IF NEEDED)
2 Wx}" BRASS BUSHING W/ %" RAY 0108 TO HYDROMATIC
Tinhaa =5 W/ RAY 0108 SNUBBER® SNUBBER* S
. ; %" BRASS TEE OR
BRASS ELL
% K BALL VALYE CROSS 1" TAP ON TEE

J" BALL VALVE 1" TAP ON TEE = 1"x %" BRASS
1"x%" BRASS BUSHING BUSHING
GAUGE & AIR VALVE *OR APPROVED EQUAL GAUGE
NOTE, BRASS NIPPLES NOT CALLED
OUT, PROVIDE AS NECESSARY.
/2\ Added Offline PRV Station|12/25/06
/ 1 Added PRV Piping Note 7/25/05
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